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Abstract
Modern large-scale networks introduce significant complexity in

understanding network behaviors, increasing the risk of miscon-

figuration. Prior work proposed to understand network behaviors

by mining network configurations, typically relying on domain-

specific languages interfaced with formal models. While effective,

they suffer from a steep learning curve and limited flexibility. In

contrast, natural language (NL) offers a more accessible and inter-

pretable interface, motivating recent research on NL-guided net-

work behavior understanding. Recent advances in large language

models (LLMs) further enhance this direction, leveraging their ex-

tensive prior knowledge of network concepts and strong reasoning

capabilities. However, three key challenges remain: 1) numerous

router devices with lengthy configuration files challenge LLM’s

long-context understanding ability; 2) heterogeneity across devices

and protocols impedes scalability; and 3) complex network topolo-

gies and protocols demand advanced reasoning abilities beyond the

current capabilities of LLMs. To tackle the above challenges, we

propose NetMind, a novel framework for querying networks using

NL. Our approach introduces a tree-based configuration chunking

strategy to preserve semantic coherence while enabling efficient

partitioning. We then construct a unified fact graph as an interme-

diate representation to normalize vendor-specific configurations.

Finally, we design a hybrid imperative-declarative language to re-

duce the reasoning burden on LLMs and enhance precision. We

contribute a benchmark consisting of NL question-answer pairs

paired with network configurations. Experiments demonstrate that

NetMind achieves accurate and scalable network behavior under-

standing, outperforming existing baselines.
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1 Introduction
Deep learning has facilitated various real-life scenarios [22, 29,

41, 46, 47, 57], including modern computer networks. The scale

and complexity of modern computer networks continue to grow

exponentially, driven by increasingly diverse web functionalities
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and applications [43–45, 54]. For instance, Amazon Web Services

operates global-scale data centers across 120 availability zones,

supporting massive router deployments to sustain global connec-

tivity and performance
1
. This scale significantly complicates the

understanding of network behavior, thereby increasing the risk of

misconfigurations that can lead to large-scale service disruptions.

A notable example is the 2021 Facebook outage
2
, where a miscon-

figured Border Gateway Protocol (BGP) [40] route announcement

rendered the service inaccessible across the global Internet, un-

derscoring the critical need for correctly understanding network

behaviors.

Prior work [8, 24] analyzed network behaviors through formal

modeling of network configurations. These models are typically

interfacedwithDomain Specific Language (DSL), which aremachine-

readable and suitable for formal reasoning. However, DSLs suffer

from poor scalability and a steep learning curve [19]. To address

this, researchers turn to use Natural Language (NL) to interact with
network, which provide greater flexibility and human-readable in-
sights for human operator. Net2Text [7] parses NL questions with

predefined rules and generates summaries of relevant network traf-

fic behaviors. Lumi [21] extracts entities from NL instructions and

synthesizes corresponding network configurations. These efforts

highlight the potential of NL-based approaches in improving the

accessibility and interpretability of network behavior analysis.

Recent advances in Large Language Models (LLMs) [56] have

shown their superior capability in text understanding and reason-

ing, prompting their application to a range of networking tasks, e.g.,
configuration translation and synthesis [10, 13, 26, 35, 36, 49, 52].

However, the potential of using LLM to support network behavior

understanding remains largely underexplored. In this paper, we

identify three key challenges must be addressed to fully realize

this potential. Challenge 1. Understanding and reasoning over
long-context configurations in large-scale networks. Real-
world networks typically comprise tens to hundreds of routers,

each configured with thousands lines of functions. This imposes

understanding and reasoning burdens on LLMs, or even exceeding

their context window limits (the configuration files of the small-

est network in our experiment exceed 20k tokens). Challenge 2.
Heterogeneity of network devices and functionalities limits
scalability. Routers from multiple vendors (e.g., Cisco, Huawei,
and Juniper) introduces substantial variability in configuration for-

mats [33]. Additionally, network functions span diverse configu-

ration primitives, including definitions of interface, IP prefix lists,

route policies, and protocol configurations such as Open Shortest

Path First (OSPF) [38] and BGP etc, which poses additional nor-

malization challenges. Challenge 3. Complex topologies and
protocol interactions demand advanced reasoning capabili-
ties.Directly answering questions from raw configuration files [51]

1
https://aws.amazon.com/about-aws/global-infrastructure/

2
https://engineering.fb.com/2021/10/04/networking-traffic/outage/
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is infeasible in large-scale networks with intricate routing policies

and interdependent protocols. Alternatively, generating code for

configuration parsing and reasoning may solve this issue, but prior

work [49] shows that ensuring semantic and functional correctness

in such LLM-generated code remains an open challenge.

To overcome the aforementioned challenges, we propose NetMind,
a novel LLM-driven framework for understanding network con-

figurations and answering NL questions. Our approach consists of

three key innovations: First, we introduce a tree-based chunking
strategy to efficiently process numerous and lengthy configuration

files. By identifying semantically coherent configuration blocks and

linking them via reference-based dependencies (e.g., route policy or
IP prefix list invocations), we construct a configuration syntax tree.

Traversing root-to-leaf paths in this tree yields semantically self-

contained segments, enabling efficient and context-preserving pro-

cessing by LLMs. Second, we design a unified, vendor-agnostic
fact graph intermediate representation to extract fine-grained

factual knowledge from configurations and construct the topologi-

cal structure of networks as graphs. Specifically, LLMs are employed

to translate heterogeneous configuration files into explicit facts,

fromwhich implicit facts are further deduced based on existing facts

and protocol rules. These facts are then converted to a fact graph

intermediate representation, where the nodes and edges denotes

the facts and their relationships, respectively. This representation

serves as a unified foundation for subsequent reasoning, supporting

both symbolic knowledge inference and graph-based computation.

Third, instead of directly answering the questions or generating

solution code, we design a hybrid imperative-declarative query
language that allows LLMs to express reasoning processes more

effectively. This language disentangles and offloads routine yet com-

plicated computing functions to the declarative part while using

imperative language to perform more flexible reasoning. LLMs gen-

erate programs in this hybrid language, which are then executed

within a dedicated runtime environment to produce the results.

To summarize, our contributions are as follows:

• To the best of our knowledge, this work presents the first NL in-

terface for querying network configurations and reasoning about

network behaviors. Furthermore, we develop a novel benchmark

that pairs router configurations with expert-verified NL question-

answer pairs, enabling systematic evaluation of network under-

standing systems.

• Wefirst design a tree-based, vendor-agnostic configuration chunk-

ing strategy that preserves syntactic and semantic coherence

while reducing input length. We propose to construct a fact

graph as intermediate representation for unifying heterogeneous,

vendor-specific configurations.Moreover, a novel hybrid imperative-

declarative language is proposed to improve reasoning accuracy.

• Comprehensive experiments conducted on the proposed bench-

mark demonstrates that NetMind significantly outperforms base-

lines and effectively supports network behavior understanding.

2 Related Work
2.1 Network Configuration Modeling
Efforts for modeling network configurations can be broadly di-

vided into three categories, i.e., formal-method-based, graph-based

and AI-based methods. VeriCon [3] uses first-order logic to for-

mally specify network topologies and desired properties, and em-

ploys deductive verification techniques to verify network status.

Batfish [14] and Mineswepper[5] employ Datalog [9] and Binary

Decision Tree [27] to formally model routing polices, and utilize

Satisfiability Modulo Theories [4] solver to check if networks sat-

isfy given properties. Beyond classical graph traversal algorithms

such as Breadth First Search and Depth First Search algorithms on

topology graphs to learn routes, ARC [15] proposes a high-level

abstraction in the form of weighted digraphs for network configu-

rations, and identifies network properties through advanced graph

algorithms. Tiramisu [1] models adjacency and forwarding graphs,

and deduces network connectivity by calculating the adjacency and

paths of graphs. Lightyear [42] constructs BGP topology graphs,

and adopts a modular approach to perform configuration checking.

CEGS [30] uses AI-based method, i.e., Graph Neural Network [53],

to generalize from pre-designed examples to arbitrary topology, and

an LLM to synthesize configuration. Network CoPilot [19] exploits

NL-driven intent to specify network requirements, and generates

or updates network configurations using LLMs.

While AI- and LLM-based methods have shown superior accu-

racy in network modeling, they still suffer from the long-context

understanding and reasoning, heterogeneous configurations, and

complex topological reasoning issues.

2.2 Natural Language in Networking
Natural language (NL) interaction with networks offers a promising

approach for improving operator efficiency, due to its interpretabil-

ity and human-readability. Alsudais and Keller [2] collects typical

network tasks and applies Part-of-Speech tagging [34] to impose

syntactic structure on operator-issued NL inputs. Net2Text [7] de-

signs a set of rules to parse NL questions, enabling network-wide

reasoning over packet forwarding behaviors. The emergence of

LLMs have spurred exploration of their potential for networking

tasks. COSYNTH [37] employs LLMs to synthesize network config-

urations and find that the generated outputs often contain semantic

and syntactic errors, highlighting the importance of formal ver-

ification. NetConfEval [49] builds a benchmark to evaluate the

capabilities of LLMs in intent translation and code generation, re-

vealing significant gaps in generating valid networking code even

with state-of-the-art models. NetLLM [52] introduces various net-

working heads at the output side of LLM to generate answers for

solving specific prediction or scheduling networking tasks.

Despite these efforts, network behavior understanding remains

largely underexplored. Moreover, existing LLM-driven approaches

primarily focus on empirical studies of small-scale networks, ne-

glecting the heterogeneity and long-context dependencies issues in

real-world configurations.

3 Preliminary
3.1 Network Protocols and Configurations
Each router within a network runs routing protocols, such as

Open Shortest Path First (OSPF) [38] and Border Gateway Protocol

(BGP) [40], to exchange reachability information with neighbors

and derive local forwarding rules. This behavior is governed by

configuration files, typically written in vendor-specific languages
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hostname R1

interface lo0
ip address 1.1.1.11 255.255.255.255

interface GigabitEthernet1
ip address 1.0.25.2 255.255.255.0
ip ospf cost 19

router ospf 1
network 1.1.1.11 0.0.0.0 area 0
network 1.0.25.2 0.0.0.0 area 0

hostname R2

route-map rm1 permit 10
match ip address 1.1.1.18
set local-preference 2
set as-path prepend 1
set metric 1

router bgp 1
neighbor 1.1.1.5 remote-as 1
neighbor 1.1.1.5 advertisement-

interval 0
neighbor 1.1.1.5 route-map rm1 out

Figure 1: OSPF and BGP configuration examples.

(e.g., Cisco IOS) by network operators. As illustrated in Fig. 1, con-

figurations are organized into logical blocks associated with specific

protocols, interfaces, or routing policies.

OSPF is a link-state interior gateway protocol that computes

shortest paths within an autonomous system (AS). Routers ex-

change link-state advertisements (LSAs) that describe local connec-

tivity and link attributes such as bandwidth or administrative cost.

These LSAs are flooded throughout the AS, allowing every router

to construct a consistent view of the network topology. Using this

graph, each router independently compute shortest paths, where

link weights are determined by configurable OSPF cost parameters.

In contrast, BGP functions as a path-vector protocol designed

for inter-AS routing. It enables ASes to announce reachability to IP

prefixes and negotiate routing policies with peers. BGP speakers

exchange route announcements containing attributes such as local

preference, AS path length, origin type, multi-exit discriminator,

and interior gateway protocol cost. Upon receiving routes, a BGP

router applies import policies that may filter, modify, or prioritize

routes before selecting the optimal path according to a standardized

decision process based on these attributes. The selected route is then

subject to export policies before being propagated to neighboring

ASes. This mechanism supports flexible policy-based routing while

maintaining global reachability.

3.2 Imperative and Declarative Languages
Imperative programming specifies how a computation should be
performed by explicitly defining a sequence of instructions. Its exe-

cution proceeds step-by-step, with control flow and mutable state

playing central roles. This paradigm requires detailed procedural

reasoning about program behavior. Widely adopted languages such

as C++, Java, and Python are primarily imperative, often incorpo-

rating object-oriented constructs to manage complexity.

In contrast, declarative programming abstracts what the desired
outcome should be, rather than how to achieve it. It emphasizes

specification over control flow, thereby facilitating high-level rea-

soning about program logic and intent. This abstraction enhances

readability, modularity, and predictability, particularly in domain-

specific applications. Declarative paradigms are prevalent in data-

base querying (e.g., SQL), user interface markup (e.g., HTML, CSS)

and etc. Datalog [32] is a representative declarative logic program-

ming language. It provides a concise and expressive framework

for specifying complex relationships and inference rules. Datalog

programs consist of facts and rules, which say how to deduce new

Algorithm 1 Tree-based Configuration Chunking

Require: Configuration file 𝑐 in vendor-specific syntax

Ensure: Set of semantically coherent chunks P
Stage 1: Configuration Blocks Identification

1: Split configuration 𝑐 by syntactic boundaries (e.g., comments

‘!’, indentation changes) to blocks B = {𝑏1, 𝑏2, . . . , 𝑏𝑛}
2: for each block 𝑏𝑖 ∈ B do
3: Extract block identifier using regular expressions

4: end for
Stage 2: Dependencies Linking

5: Initialize empty directed tree 𝑇 = (𝑀, 𝑁 )
6: Let𝑀 ← B ⊲ Each block is a node

7: for each block 𝑏𝑖 ∈ B do
8: for each identifier 𝑖𝑑 referenced in 𝑏𝑖 do
9: for each block 𝑏 𝑗 ∈ B \ {𝑏𝑖 } do
10: if 𝑏 𝑗 defines 𝑖𝑑 then
11: Add edge (𝑏𝑖 , 𝑏 𝑗 ) to 𝑁 ⊲ 𝑏𝑖 depends on 𝑏 𝑗
12: end if
13: end for
14: end for
15: end for

Stage 3: Dependency Path Extraction
16: Identify root nodes R ⊆ 𝑀
17: Initialize P ← ∅
18: for each root 𝑟 ∈ R do
19: Perform depth-first traversal from 𝑟 to all leaves

20: for each root-to-leaf path 𝜋 = [𝑟 =𝑚1,𝑚2, . . . ,𝑚𝑘 ] do
21: Concatenate blocks in 𝜋 to form chunk 𝑝

22: P ← P ∪ {𝑝}
23: end for
24: end for
25: return P

facts from known facts, thereby supporting a purely declarative rea-

soning process. Owing to its simplicity, formal clarity, and strong

theoretical guarantees, Datalog has found widespread use in deduc-

tive databases, program analysis, knowledge representation, and

network configuration verification.

4 Methodology
In this section, we first give a formal definition of the network

behavior understanding task. After that, we introduce the overall

framework of NetMind as depicted in Fig. 2. It consists of three mod-

ules, i.e., tree-based chunking algorithm, fact graph intermediate

representation transformation, and hybrid solution code generation

for answering network questions.

4.1 Problem Definition
The task focused in this paper is to assistant network operators to

easily understand network behavior through user-friendly natu-

ral language interaction, without manual inspection of low-level

configuration details. Formally, let the network be represented

as a graph 𝐺 = <V, E>, whereV denotes the set of routers and

E ∈ V×V represents the physical links between them. Each router

𝑣 ∈ V is associated with a configuration file 𝑐𝑣 ∈ C, where C is the
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version 15.2
......
hostname R4
!
interface Fa0/0
 ip address 10.0.0.71 255.255.255.254
......
!
ip prefix-list L0 seq 10 permit 128.0.1.0/24
......
!
route-map Export_R2 permit 5
 match ip address prefix-list L0
 set as-path prepend 1 2
route-map Import_R2 permit 100
......
!
router bgp 10020
 ......
 neighbor 10.0.0.70 remote-as 40
 neighbor 10.0.0.70 route-map Import_R2 in 
 neighbor 10.0.0.70 route-map Export_R2 out
!
end

R1

R2

R4

R3

Does the traffic from R1 to R4 prefers 
to pass through R2 over R3?  

Yes

Facts
Router(R4)

Interface(Fa0/0, 10.0.0.71/31)

Interface(lo0, 128.0.1.1/24)

IPPrefixList(L0, 10, permit, 128.0.1.0/24)

RouteMap(Export_R2, 5, permit, match=
[IPPrefixList=L0], action=[ASPathPrepend[1, 2]])

RouteMap(Import_R2, 100, permit, match=[None],
action=[None])
BGP(10020, neighbors=[10.0.0.70, 40, R2,
in=Import_R2, out=Export_R2])

Generated Answering Code

answer = True
p1 = ['R1', 'R2', 'R4']
p2 = ['R1', 'R3', 'R4']
res1 = ExistPath(p1)
res2 = ExistPath(p2)
if res1 is None or res2 is None:
    answer = False
res3 = TraceRoute('R1', 'R4')
if res3 != p1:
    answer = False
return answer

RouterInterfaceRouter

10.0.0.71/31

128.0.1.0/24

IPPrefixListRouteMap

RouteMap

ASPath

ASNumASNum

Datalog Engine Python Runtime

Execution Backend

Fact Graph IR

§  Tree-based Configuration Chunking
§  Fact Graph 

Intermediate Representation

§  Hybrid Language for Network QA

BatFish NetworkX

LLM with SFT

Input Network Configurations

Figure 2: The overall workflow for answering NL questions about network behaviors. The tree-based chunking algorithm first
decomposes lengthy configurations into semantic-coherent paths, which are then mapped to explicit facts. Implicit facts are
deduced from rules to construct a fact graph IR. This IR supports to perform declarative and imperative reasoning over the
generated hybrid code.

set of router configuration files in the network snapshot. Given a NL

question 𝑄 , the goal is to derive the answer 𝐴 = NetMind(𝐺, C, 𝑄).

4.2 Tree-based Configuration Chunking
To preserve semantic integrity, we introduce a tree-based chunk-

ing algorithm, inspired by Abstract Syntax Tree-based chunking

method used in code generation [16]. This algorithm decomposes

network configurations into semantically coherent blocks while

maintaining cross-block dependencies, enabling effective context

management for LLMs. The approach proceeds in three stages:

1 Configuration Blocks Identification. We begin by identifying

fine-grained configuration blocks, which are syntactically and func-

tionally distinct segments of configurations that encapsulate spe-

cific network functionalities (e.g., interface definitions, routing poli-
cies). As illustrated in the Cisco configuration snippet in Fig. 2,

these blocks (framed in blue) are typically delineated by structural

cues such as indentation levels and comment delimiters (e.g., the ‘!‘
token in Cisco syntax). To ensure robustness across heterogeneous,

vendor-specific configuration formats, we employ vendor-agnostic

regular expressions to accurately segment configuration files into

functionally meaningful blocks.

2 Dependencies Linking. Configuration blocks often exhibit

interdependencies through symbolic references. For instance, as

shown by the green dotted curves in Fig. 2, a BGP policy may in-

voke a route map (e.g., Export_R2_out), which in turn references

an IP prefix list (e.g., L_0). We recover these cross-block dependen-

cies through reference term matching, i.e., resolving and matching

identifiers (e.g., policy names, prefix list names) across block bound-

aries using regular expression-based pattern matching. This process

constructs a directed dependency tree, where nodes correspond to

configuration blocks and edges denote referencing relationships

among them.

3 Dependency Path Extraction. From the constructed depen-

dency tree, we extract all root-to-leaf traversal paths, each forming

a semantically self-contained configuration sequence. Every path

contains both the usage and full definition of all referenced entities,

thereby preserving contextual completeness. These dependency

paths serve as semantically enriched input chunks for downstream

LLM processing, reducing context fragmentation and improving

reasoning accuracy. Notably, our method is lightweight and scal-

able, making it particularly suitable for real-world and multi-vendor

environments. The pseudocode of the proposed algorithm can be

found in Algorithm 1.

4.3 Fact Graph Intermediate Representation
In the previous part, we derive semantically coherent dependency

paths through tree-based chunking algorithm. In this section, we

aim to transform these extracted paths from heterogeneous, vendor-

specific configurations into a unified, vendor-agnostic intermediate

representation (IR) to facilitate downstream reasoning. To this end,

we propose the fact graph IR, a structured knowledge representation
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⟨𝑝𝑟𝑜𝑔𝑟𝑎𝑚⟩ ::= ⟨𝑝𝑦_𝑠𝑡𝑚𝑡 ⟩
| ⟨𝑑𝑎𝑡𝑎𝑙𝑜𝑔_𝑠𝑡𝑚𝑡 ⟩

⟨𝑝𝑦_𝑠𝑡𝑚𝑡 ⟩ ::= any valid Python statement

⟨𝑑𝑎𝑡𝑎𝑙𝑜𝑔_𝑠𝑡𝑚𝑡 ⟩ ::= query { ⟨𝑝𝑟𝑒𝑑𝑖𝑐𝑎𝑡𝑒 ⟩ }
⟨𝑝𝑟𝑒𝑑𝑖𝑐𝑎𝑡𝑒 ⟩ ::= Reach ( ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩, ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ )

| ExistPath ( ⟨𝑟𝑜𝑢𝑡𝑒𝑟_𝑙𝑖𝑠𝑡 ⟩ )
| · · ·
| AllPath ( ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩, ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ )
| TraceRoute ( ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩, ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ )
| ShortestOSPFPath ( ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩,
⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ )

⟨𝑟𝑜𝑢𝑡𝑒𝑟_𝑙𝑖𝑠𝑡 ⟩ ::= [ ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ { , ⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ } ]
⟨𝑟𝑜𝑢𝑡𝑒𝑟 ⟩ ::= Identifier (e.g., R_1, R_2)

Figure 3: BNF syntax definition of the hybrid language.

that captures both explicit configuration statements and implicitly

derived network behaviors. The construction of the fact graph

IR consists of three stages, i.e., extracting explicit facts from raw

configurations with LLMs, deducing implicit facts based on existing

facts and protocol rules, and finally building the fact graph.

1 Explicit Facts Extraction. Considering that network configu-

rations typically declare what the network routing behavior should

be, we design a set of fact base to present these declared factual
knowledge. It is inspired by Datalog language [32] (introduced in

§3.2), which separates data (facts) knowledge from logic (rules)

reasoning. We model network configurations using a Datalog-like

fact base and rule set.

Definition 1 (Fact Base). F is a set of facts 𝑓 (𝑎1, . . . , 𝑎𝑛), where
𝑓 is a predicate denoting network identifiers, e.g., Router, IPPrefixList,
RouteMap, OSPFNetwork, OSPFCost etc, and 𝑎𝑖 is a constant argu-
ment (e.g., router name, IP prefix). The complete schema of F is
provided in Appendix A.1.

A fact example is Router(R1), which asserts the existence of a

router named R1. Configuration paths explicitly declare such facts,

thus is suitable for leveraging LLM to exract facts from them, guided

by a carefully designed prompt (see Appendix A.4 for details). To fur-

ther enhance extraction accuracy, we employ low-rank adaptation

(LoRA) [20] to fine-tune foundation LLMs with configuration-to-

fact pairs annotated by human.

2 Implicit Facts Deduction. While explicit facts capture declared
configuration elements, many network behaviors (e.g., routing adja-
cencies) emerge only through protocol logic. To infer such implicit
facts, we define a rule set H grounded in network protocols.

Definition 2 (Rule Set). H is a set of rules ℎ(𝑎1, . . . , 𝑎𝑛) ←
𝑏1 ⊗ 𝑏2 ⊗ · · · ⊗ 𝑏𝑛 , where the head expression ℎ is the derived fact,
body expression 𝑏 checks for the presence of a fact or satisfaction of a
condition, and ⊗ denotes logical operator including ‘∧‘, ‘∨‘, and ‘¬‘
etc. These rules encode network protocols and can be used to deduce
new facts based on known facts.

For example, the existence of a routing edge between routers

R1 and R2 (i.e., the RouteEdge fact) can be deduced if they are

[
frame=lines,
framesep=1.5mm,
baselinestretch=1.2,
breaklines=true,
breakanywhere=true,
linenos
]{python}
answer = True
p1 = ['R1', 'R2', 'R3']
p2 = ['R1', 'R4', 'R5', 'R3']
exist_p1 = ExistPath(p1) # Datalog Statement
exist_p2 = ExistPath(p2)
if exist_p1 is None or exist_p2 is None:

answer = False
res = TraceRoute('R1', 'R3') # Datalog Statement
if res != p1:

answer = False
return answer

Figure 4: An exemplified code for answering if the traffic
from R1 to R3 prefers path 𝑝1 over 𝑝2.

connected via interfaces on the same subnet, which can be specified

as the following rule:

RouteEdge(𝑅1, 𝑅2) ← ∧ Interface(𝑅1, IP1/Mask),
∧ Interface(𝑅2, IP2/Mask),
∧ ¬ 𝑅1 == 𝑅2,
∧ Subnet(IP1/Mask) == Subnet(IP2/Mask).

By applying such rules to the extracted fact base F , we derive new
facts including RouteEdge and BGPPeer. The complete rule set is

detailed in Appendix A.1.

3 Fact Graph IR Construction. Drawing inspiration from graph-

based network configuration synthesis work [6, 18], we construct a

fact graph IR 𝐺𝐹 = (F ,R) based on the explicit and implicit facts,

where the nodes F and edges R denote facts and their relations,

respectively. An example graph is shown in Fig. 2, which integrate

facts including routers, interfaces, subnets, and policies into a uni-

fied topology. As depicted, the RouteEdge(𝑅1, 𝑅2) connect nodes
Router(𝑅1) and Router(𝑅2), which in turn both connect to the

same SubNet(IP/Mask) node. This representation offers two key

advantages: 1) it encodes the routing topology as a graph, enabling

the application of graph algorithms (e.g., shortest path finding)

to answer complex network questions. 2) It functions simultane-

ously as a knowledge graph and a Datalog-compatible fact base,

preserving both structural and logical semantics of the network,

thus supporting accurate and interpretable symbloic reasoning.

4.4 Hybrid Language for Network QA
As LLMs exhibit strong understanding and reasoning abilities on

networking tasks, a naive way for answering network questions

is to directly feed the configurations or fact graph IR into LLM,

and prompt it to generate end-to-end answers. However, this is

infeasible for real-world network, which typically comprise numer-

ous routers and are governed by diverse, complex routing policies.
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Therefore, it is necessary to transform NL questions to scalable so-

lution code to reason the answer. Net2Text collects network traffic

data and employs a declarative code (i.e., SQL queries) to extract

structured information. This approach is limited to predefined data

fields and lacks the expressive power needed for sophisticated rea-

soning or computation. In contrast, NetConEval adopts Python, a

representative imperative code, to encode network reasoning logic.

While more expressive, the experiments indicate that generating

syntactically and functionally correct network programs remains

challenging even for state-of-the-art LLMs like GPT-4.

To address these limitations, we propose a hybrid language L =

(L𝑑𝑒𝑐𝑙 ,L𝑖𝑚𝑝 ,I) that combines the strengths of both declarative

and imperative paradigms. It decouples query-oriented reasoning

steps and offloads them to declarative parts L𝑑𝑒𝑐𝑙 , while preserving

the flexibility of imperative logic L𝑖𝑚𝑝 for complex reasoning tasks.

I serves as the execution backend to support both imperative and

declarative execution engine. Formally, we define the syntax of

hybrid language as shown in Fig. 3. The Datalog predicates used

for reasoning network questions can be found in Appendix§A.2.

Specifically, we implement two backends to execute the gener-

ated code. The first employs a Datalog solver to deduce answers

from existing facts and routing policies. The second supports gen-

eral logical computing in native Python, e.g., numeric comparison,

and simulates routing policies on the fact graph with graph algo-

rithms, e.g., Bellman-Ford [31] to calculate OSPF weights. These

well-specified routing policies are well-suited to algorithmic sim-

ulation, enabling accurate and verifiable reasoning. As depicted

in Fig. 2, the declarative and imperative components in the gener-

ated codes are computed by the two respective backend within a

wrapped Python runtime I to produce the final answer.

5 Experiments
5.1 Benchmark Construction

Network Topologies. We obtain network topologies from Topol-

ogy Zoo [25], a publicly available repository of real-world network.

From this dataset, we randomly select 15 representative topolo-

gies and categorize them by scale: Small (32–39 routers), Medium
(68–74 routers), and Large (145–197 routers), with five topologies

in each category. This stratification enables evaluation of system

performance under increasing topological complexity.

Network Configuration Generation. To generate semanticallymean-

ingful network configurations, we employ NetComplete [12], a net-

work configuration synthesis tool. For each topology, we define

a set of network requirements, including: 1) ExistPath: Ensures
the existence of a valid route between two nodes; 2) OrderedPath:
Specifies a preference ordering between two route paths (e.g., path
𝑃1 preferred over 𝑃2 ); 3) LoadBalance: Enforces equal preference
for two route paths to distribute traffic evenly; 4) KConnected:
Requires the existence of 𝐾 disjoint route paths between two nodes

for redundancy. Given these requirements presented in specified

format, NetComplete synthesizes Cisco-style configuration files. To

assess robustness under varying requirement complexity, we vary

the requirement number per network in {1, 2, 4, 8, 16}. To reflect

real-world heterogeneity, we randomly transform the configura-

tions into other major vendors’ format: Cisco (no change), Huawei,

Juniper, H3C, and HPE Aruba. The transformation probabilities are

set as [0.4, 0.3, 0.1, 0.1, 0.1], reflecting approximate market shares
3
.

These transformations are performed using Qwen3-32B, followed

by cross-validation and correction by experienced network opera-

tors to ensure syntactic correctness and semantic fidelity.

QA Generation. Building upon the network requirements and

synthesized configurations, we construct a natural language (NL)

QA dataset. Specifically, we design a set of templated NL ques-

tion patterns (template details can be found in Appendix A.3) and

instantiate the network requirements to semantically grounded,

positive factual questions in NL. To ensure balanced evaluation,

we additionally generate negative instances by introducing invalid

requirements with respect to a given configurations, which are sub-

sequently validated through manual verification to confirm their

incorrectness under the given configuration. This process yields a

comprehensive QA benchmark containing both positive and neg-

ative questions in the ratio of 1 : 1. For each requirement scale

({1, 2, 4, 8, 16}), requirement type (ExistPath, OrderedPath, LoadBal-

ance, KConnected), and network scale (Small, Medium, Large), we

generate 5 positive (and 5 negative) samples. In total, the benchmark

contains 5 × 4 × 3 × 5 × 2 = 600 QA pairs.

5.2 Experiment Setting
Model and Hyperparameter Settings. We evaluate our approach

and baselines using SOTA open-weight language models, specifi-

cally the Qwen [55] and Llama families [48]. Considering inference

latency requirements in practical operational scenarios, we select

models under 32B parameters, including Qwen2.5-32B, Qwen3-8B,

Qwen3-14B, Qwen3-32B, and Llama3.1-8B, which are deployed on

a server with 4 × NVIDIA A6000 GPUs. For fact extraction, we

fine-tune Llama3.1-8B using supervised fine-tuning (SFT) [11] to

enhance its ability to map heterogeneous and vendor-specific con-

figurations into an unified fact graph IR. The SFT dataset consists

of 471 manually annotated configuration-to-fact pairs curated by

domain experts to ensure correctness. We employ low-rank adap-

tation (LoRA) [20] for parameter-efficient fine-tuning. The rank is

set to 16, with an initial learning rate of 2 × 10−4, and a training

duration of 100 steps using a batch size of 8.

Evaluation Metrics. For end-to-end performance evaluation, we

use Precision, Recall, F1 and code generation Latency metrics

computed on the QA benchmark. To evaluate the performances of

facts extraction, we adopt a Graph Match Ratio (GMR) metric

that quantifies the structural and semantic alignment between the

predicted fact graph 𝐺1 with the ground truth graph 𝐺2 annotated

by human. Formally, it can be defined as follow:

GMR =
𝐶𝑉 +𝐶𝐸

|𝑉2 | + |𝐸2 |
, (1)

𝐶𝑉 =
∑︁
𝑢∈𝑉1

1
(
𝐷 (𝑢) ≠ ⊥ ∧ 𝛼 (𝑢) = 𝛼 ′ (𝐷 (𝑢))

)
,

𝐶𝐸 =
∑︁
(𝑢,𝑣) ∈𝐸1

1
(
(𝐷 (𝑢), 𝐷 (𝑣)) ∈ 𝐸2

∧ 𝛽 ((𝑢, 𝑣)) = 𝛽 ′ ((𝐷 (𝑢), 𝐷 (𝑣)))
)
,

3
https://my.idc.com/getdoc.jsp?containerId=prUS52590024
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Table 1: The end-to-end QA performance across different methods, LLMs and network scales. The best and second results are
marked in bold and underline, respectively.

Network Scale Small Medium Large

Metrics Precision Recall F1 Precision Recall F1 Precision Recall F1

Direct QA

Llama3.1-8B 0.4966 0.8231 0.6195 0.5000 0.8889 0.6400 0.4954 0.9310 0.6467

Qwen3-8B 0.5057 0.5714 0.5366 0.7333 0.4167 0.5314 0.0000 0.0000 0.0000

Qwen3-14B 0.5667 0.2208 0.3178 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

Qwen2.5-32B 0.6571 0.6133 0.6345 0.5000 0.1000 0.1667 0.0000 0.0000 0.0000

Qwen3-32B 0.6429 0.3506 0.4538 0.0000 0.0000 0.0000 0.0000 0.0000 0.0000

RAG-based QA

Llama3.1-8B 0.5152 0.8718 0.6476 0.5357 0.8333 0.6522 0.5053 0.8276 0.6275

Qwen3-8B 0.5957 0.3590 0.4480 0.5714 0.2222 0.3200 0.5517 0.2759 0.3678

Qwen3-14B 0.6364 0.0897 0.1573 1.0000 0.0556 0.1053 0.0000 0.0000 0.0000

Qwen2.5-32B 0.6154 0.4103 0.4923 0.6250 0.2778 0.3846 0.7097 0.3793 0.4944

Qwen3-32B 0.5294 0.1154 0.1895 1.0000 0.0556 0.1053 0.5714 0.0690 0.1231

NetMind QA

Llama3.1-8B 0.3333 0.6000 0.4286 0.3333 1.0000 0.5000 0.6667 1.0000 0.8000

Qwen3-8B 0.4348 0.6667 0.5263 0.6000 1.0000 0.7500 0.6667 0.5000 0.5714

Qwen3-14B 0.6585 0.7297 0.6923 0.7500 1.0000 0.8571 0.7000 1.0000 0.8235

Qwen2.5-32B 0.5690 0.9706 0.7174 0.7778 1.0000 0.8750 0.5000 0.7500 0.6000

Qwen3-32B 0.8500 0.8947 0.8718 0.7000 1.0000 0.8235 0.7273 1.0000 0.8421

Table 2: The Graph Match Ratio of fact graph IR.

Small Medium Large Avg.

Llama3.1-8B 0.6763 0.4854 0.1864 0.4494

Qwen3-8B 0.4595 0.1933 0.2265 0.2931

Qwen3-14B 0.5278 0.0000 0.0000 0.1759

Qwen2.5-32B 0.0334 0.0000 0.0000 0.0111

Qwen3-32B 0.4916 0.0000 0.0000 0.1639

Llama3.1-8B-SFT 0.8925 0.8042 0.8489 0.8485

where𝑉1 and𝑉2 denote the node sets, 𝐸1 and 𝐸2 denote the edge sets,

𝛼 and 𝛼 ′ are the node attribute functions, and 𝛽 and 𝛽 ′ are the edge
attribute functions of𝐺1 and𝐺2, respectively; 𝐷 : 𝑉1 → 𝑉2 ∪ {⊥} is
the node mapping function where ⊥ indicates no match; 1(·) is the
indicator function that returns 1 if the corresponding structural and

attribute match is correct and 0 otherwise; and the denominator

|𝑉2 | + |𝐸2 | is the total number of nodes and edges in 𝐺2.

5.3 End-to-End Performance of NetMind
In this part, we evaluate NetMind’s end-to-end performances on

answering NL network questions. Specifically, we compare against

two baseline approaches with various LLM backbones, and report

Precision, Recall, and F1 scores. The first baseline,Direct QA, directly
feeds all router configurations into the LLM to produce answers.

The second baseline follows a Retrieval-Augmented Generation

(RAG) paradigm [28]: given the large size of configuration files, we

apply the commonly used fixed-length chunking [50] to split them

into snippets, embed them using sentence transformer [39], and

retrieve the most relevant snippets to support answer generation.

As the comparison results shown in Table 1, Direct QA performs

the worst, with performance degrading as network size grows. This

decline stems from the difficulty of reasoning over complex proto-

cols within lengthy configurations, and from context-length limita-

tions when handling large-scale networks. The RAG-based method

can alleviate the long-context limitation and achieves improved

performance, but still falls short of NetMind. Among NetMind’s
variants, Qwen3-8B outperforms Llama3.1-8B in most cases, re-

flecting its stronger reasoning capabilities acquired through rein-

forcement learning in post-training [55]. Within the Qwen family,

performance improves with larger model sizes, highlighting the

scalability potential of NetMind on larger LLMs. Qwen3-32B yields

the highest average F1 (around 85%), demonstrating that NetMind is
a promising framework for real-world network management with

potential to reduce operational expense. Notably, unlike Direct QA

and RAG-based QA, NetMind does not suffer performance degra-

dation as network scale increases, since it generates executable

solution code rather than attempting direct inference, thereby guar-

antees the scalability of NetMind on large networks. Note that for

fair comparison, all NetMind variants employ the same fact extrac-

tion model, i.e., Llama3.1-8B-SFT as described in §4.3.

5.4 Effectiveness of Tree-Based Chunking
The tree-based chunking method introduced in §4.2 is designed to

preserve semantic integrity while mitigating the understanding and

reasoning burden imposed by long-context inputs on LLMs. Table 1

compares the performances of NetMind using tree-based chunk-

ing method with Direct QA (without chunking) and RAG-based

QA (fixed-length chunking) methods. As previously discussed, long-

context configurations bring understanding and reasoning chal-

lenges for LLMs, leading to performance degradation. Consistent

with this observation, Direct QA achieves the lowest performance.

Moreover, as network scale increases, most configurations surpass

the maximum input length supported by LLMs, resulting in com-

plete failure (i.e., zero precision and recall). While RAG-based QA
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Figure 5: Comparisons of imperative, declarative and hybrid
languages on answering four types of questions.

can alleviate this issue, the fixed-length chunking strategy often dis-

rupts semantic coherence (see the case study of chunking methods

in Appendix §A.5), thereby preventing the model from accurately

reasoning about network behaviors. In contrast, NetMind leverages
tree-based chunking strategy to decompose lengthy configurations

into semantically coherent paths. This approach avoids information

fragmentation and preserves the contextual relationships necessary

for accurate reasoning. Results in Table 1 confirm that NetMind sig-
nificantly outperforms both baselines, demonstrating the efficacy of

structure-aware chunking for long-context network configuration

understanding and reasoning.

5.5 GMR of Fact Graph Transformation
We design explicit fact extraction and implicit fact deduction meth-

ods in §4.3 to accurately and comprehensively capture the factual

knowledge of network states. To evaluate the effectiveness of this

approach, we compute the Graph Matching Ratio (GMR) between

the constructed fact graph and the human-annotated ground truth,

reporting results in Table 2. Interestingly, larger Qwen models

do not necessarily yield better extraction accuracy in this task.

Upon reading their output, we observe that overly elaborate reason-

ing often introduces errors, whereas a moderate reasoning depth

achieves higher GMR. Among the baseline LLMs, Llama3.1-8B at-

tains the best average performance. Moreover, fine-tuning Llama3.1-

8B on annotated configuration–to-fact pairs yields Llama3.1-8B-SFT,
which significantly outperforms all baseline models.

5.6 Comparisons of Hybrid Language
In §4.4, we propose a hybrid language integrating the simplicity of

declarative representations and the expressive reasoning capability

of imperative programming. To assess it, we compare against two

baselines: (i) an imperative baseline that uses Python (with access

to standard packages such as NetworkX [17]) to directly answer
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Figure 6: Comparisons of imperative, declarative and hybrid
languages on answering different number of questions.

questions, and (ii) a declarative baseline that generates Batfish [14]

programs, a Datalog-based network verification tool.

Fig. 5 reports Precision, Recall, and F1 scores across four types of

network questions using Qwen3-32B as the backbone (results for

other LLMs are similar and omitted for brevity). We observe that the

declarative approach succeeds only on ExistPath and LoadBalance
set, which require limited reasoning. For more complex questions

such as OrderedPath and KConnected, which demand logical and

numerical computation, the declarative method fails to produce

correct results. In contrast, recent LLMs such as Qwen demonstrate

strong proficiency in generating imperative Python programs [23],

which, combined with NetworkX graph algorithms, enable the im-

perative baseline to handle reasoning tasks. Our method, NetMind,
consistently outperforms both baselines, validating the benefit of

combining declarative succinctness with imperative reasoning.

We further vary the number of questions and report the corre-

sponding performance metrics (Precision, Recall, F1) and latency

in Fig. 6. Results indicate that the declarative baseline fails once

the question number exceeds 2, while the imperative approach

maintains stable performance across all scales. Notably, NetMind
outperforms both baselines across nearly all settings, highlighting

the scalability and effectiveness of the proposed hybrid language.

Moreover, the hybrid language exhibits lower latency due to its con-

cise representation, except when the number of questions reaches

16, where more logical constraints are introduced to ensure answer

correctness. A detailed case analysis of different generated codes is

provided in Appendix §A.6.

6 Conclusion
In this paper, we present NetMind, a novel framework for under-

standing network behaviors through answering natural language

questions. While LLMs exhibit strong understanding and reasoning

capabilities in network scenarios, we identify three key challenges



Understanding Network Behaviors through Natural LanguageQuestion-Answering Conference acronym ’XX, June 03–05, 2018, Woodstock, NY

in this task and introduce tailored modules to address them. Specif-

ically, we propose a tree-based chunking method to reduce input

context while preserving semantic coherence, a unified fact graph

IR to model heterogeneous configurations, and a hybrid impera-

tive–declarative language to enable accurate reasoning. Extensive

experiments conducted on a newly constructed benchmark validate

the effectiveness of NetMind, showing consistent improvements

over strong baselines. In future work, we plan to incorporate re-

inforcement learning to further enhance the reasoning and code

generation capabilities of NetMind, thereby extending its applica-

bility to real-world network management scenarios.
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A Appendix
A.1 Fact Base and Rule Set
From rawnetwork configurations, we extract a set of facts represent-

ing factual knowledge about the network states. Table 3 provides

the complete fact base and corresponding descriptions.

While most facts can be explicitly extracted, certain facts are im-

plicit. By applying predefined rules to the extracted facts, new facts

can be deduced, enabling a more comprehensive understanding of

network behaviors. The complete rule set is defined as follows:

RouteEdge(𝑅1, 𝑅2) ← ∧ Interface(𝑅1, IP1/Mask),
∧ Interface(𝑅2, IP2/Mask),
∧ ¬ 𝑅1 == 𝑅2,
∧ Subnet(IP1/Mask) == Subnet(IP2/Mask) .

Table 3: Fact base and corresponding descriptions.

Fact Description

Router(𝑟 ) a router with hostname 𝑟

Interface(𝑖 , 𝐼𝑃/𝑀𝑎𝑠𝑘)
an interface named 𝑖 with ip

address 𝐼𝑃 and subnet mask𝑀𝑎𝑠𝑘

IPPrefixList(𝑛, 𝑠 , 𝑎, 𝐼𝑃/𝑀𝑎𝑠𝑘)

an IP prefix list named 𝑛 with

sequence number 𝑠 , access 𝑎, ip

address 𝐼𝑃 and subnet mask𝑀𝑎𝑠𝑘

CommunityList(𝑖 , 𝑎, [𝑐])

a list of communities with ID 𝑖 ,

access 𝑎,

and a list of community names 𝑐

RouteMap(𝑛, 𝑠 , 𝑎,𝑚, 𝑛)

a route policy named 𝑛,

with sequence number 𝑠 , access 𝑎.

When𝑚 is matched,

the action 𝑎 is executed

BGP(𝑎𝑠𝑛1, 𝑛(𝐼𝑃 , 𝑎𝑠𝑛2, 𝑟 , 𝑖𝑛, 𝑜𝑢𝑡 ))

BGP configured for AS 𝑎𝑠𝑛1,

BGP neighbor with ip address 𝐼𝑃 ,

AS number 𝑎𝑠𝑛2,

router name 𝑟 ,

inbound/outbound policy

𝑖𝑛 and 𝑜𝑢𝑡

OSPFNetwork(𝑟 , [𝑛])
OSPF network for router 𝑛’s

interfaces [𝑛]

OSPFCost(𝑟1, 𝑟2, 𝑐)
OSPF cost between router

𝑟1 and 𝑟2

BGPPeer(𝑅1, 𝑅2) ← ∧ BGP(𝐴𝑆𝑁1, Neighbors1),
∧ member(Neighbor

1
, Neighbors

1
),

∧ Neighbor
1
= neighbor(𝐼𝑃1, 𝐴𝑆𝑁2, 𝑅2),

∧ BGP(𝐴𝑆𝑁2, Neighbors2),
∧ member(Neighbor

2
, Neighbors

2
),

∧ Neighbor
2
= neighbor(𝐼𝑃2, 𝐴𝑆𝑁1, 𝑅1),

∧ (Interface(𝑅2, 𝐼𝑃1) ∨ Interface(𝑅2, 𝐼𝑃2)) ,
∧ (Interface(𝑅1, 𝐼𝑃2) ∨ Interface(𝑅1, 𝐼𝑃1)) ,
∧ ¬ 𝑅1 == 𝑅2 .

A.2 Datalog Predicates of Hybrid Language
In the proposed hybrid language, Datalog is responsible for declar-

ative reasoning. Each Datalog predicate encodes the logical for-

mulation of a typical network query in a declarative, query-like

manner. For example, ShortestOSPFPath implements the shortest

path algorithm and return answer for the given start and target

routers. The supported Datalog predicates is summarized in Table 4.

A.3 Question Templates for Natural Language
To generate questions represented in natural language, we design

a set of QA templates, which are specified as follows:

https://arxiv.org/abs/2501.08760
https://arxiv.org/abs/2501.08760
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Table 4: Supported Datalog predicates.

Predicate Description

Reach(𝑟1, 𝑟2) check if 𝑟1 can directly reach 𝑟2

ExistPath([𝑟 ]) check if exist a route path along [𝑟 ]

AllPath(𝑟1, 𝑟2) return all route paths from 𝑟1 to 𝑟2

TraceRoute(𝑟1, 𝑟2)
return the default route path

from 𝑟1 to 𝑟2

ShortestOSPFPath(𝑟1, 𝑟2)
return the path with the

lowest OSPF cost from 𝑟1 to 𝑟2

OSPFWeight([𝑟 ])
return the summarization of

OSPF weights along the path [𝑟 ]

ExistPath Templates

Is {path} a valid route?

Can traffic flow through {path}?

Does this route path exist: {path}?

Does the network permit the route path {path}?

OrderedPath Templates

For the traffic from {src} to {dst}, does the route path {path1}

be prioritized instead of {path2}?

When routing traffic from {src} to {dst}, does the route path

{path1} be favored instead of {path2}?

For optimal routing from {src} to {dst}, does the route path

{path1} be selected over {path2}?

For the traffic from {src} to {dst}, does the route path {path1}

should always be chosen over {path2}?

Does the primary route path for the traffic from {src} to

{dst} should be {path1}? The {path2} is a fallback only.

Does the traffic from {src} to {dst} should prefer the route

path {path1} over {path2}?

LoadBalance Templates

Check if {path1} and {path2} are load-balanced due to equal-

cost routing.

Are the routing preferences of paths {path1} and {path2}

the same?

Do paths {path1} and {path2} have equal routing prefer-

ences?

Are {path1} and {path2} configured with identical routing

priorities?

Does {path1} share the same routing preference as {path2}?

Does the routing protocol assign equal preference to {path1}

and {path2}?

KConnected Templates

Are there two paths connecting {start} with {end}, i.e., paths

{path1} and {path2}?

Does the network provide two separate routes from {start}

to {end}, i.e., paths {path1} and {path2}?

Can traffic flow from {start} to {end} via two different paths,

i.e., paths {path1} and {path2}?

Whether {start} and {end} are connected by two paths, i.e.,

paths {path1} and {path2}?

For fault tolerance, are there two backup paths from {start}

to {end}, i.e., paths {path1} and {path2}?

A.4 Prompts for Fact Extraction and Code
Generation

We use LLMs to extract facts from configurations and generate code.

We present the prompts used as follows (the complete prompts can

be found in our released code):

Fact Extraction Prompt

You are an expert in parsing router configuration files into

the following predefined facts, where the content after ‘@‘

denotes the data type of the corresponding parameter, and

the content after ‘#‘ is the comments on the facts:

add_router(ROUTER_NAME@String, inter-

faces=[(INTERFACE_1@String, IP_1@String,

PEER_ROUTER_NAME_1@String), (IN-

TERFACE_2@String, IP_2@String,

PEER_ROUTER_NAME_2@String), ...])

......

......

Each line or group of lines in the configuration file must

be mapped to one of the above facts. If no corresponding

facts is found, the line should be ignored.

Hybrid Code Generation Prompt

You are an AI expert specializing in network analysis. Your

task is to generate mixed Python and Datalog programs

to answer network-related questions. Python is used for

imperative logic and complex reasoning, while Datalog is

utilized for declarative querying of network properties.

The available datalog predicates are as follows:

- ExistPath([Router1, Router2, ..., RouterN]): Returns True

if the specified sequence of routers [Router1, Router2, ...,

RouterN] forms a valid path.

......

......

You will be provided with one or more network questions.

Generate a mixed program to answer them.

Use native Python syntax for the imperative parts.

Only use the above Datalog predicates for the declarative

parts.
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hostname Bristol
!
interface Fa0/1
 ip address 10.0.0.237 255.255.255.254
 speed auto
 duplex auto
.......
.......
ip prefix-list IpL_Reading_Bristol_0 seq 10 permit 128.0.7.0/24
!
route-map RMap_Bristol_from_Birmingham deny 10
!
route-map RMap_Bristol_from_Dublin deny 10
 match ip address prefix-list IpL_Reading_Bristol_0
 set local-preference 1
 set community 100:15 additive
!
route-map RMap_Bristol_to_Birmingham permit 100
!
route-map RMap_Bristol_to_Dublin permit 100
!
router bgp 250
 no synchronization
 bgp log-neighbor-changes
 neighbor 10.0.0.242 remote-as 140
 neighbor 10.0.0.242 route-map RMap_Bristol_from_Dublin in
......
......
!

Figure 7: Comparisons of different chunking algorithms.
The fixed-length chunking splits configuration into broken
parts (in red, yellow and blue). In contrast, our proposed tree-
based chunking can preserve the semantic dependencies and
coherence (in black boxes and green curves).

A.5 Case Analysis of Chunking Algorithms
Conventional fixed-length chunking method often disrupt the se-

mantic integrity of network configurations, leading to incomplete

or fragmented interpretations. In contrast, our proposed tree-based

chunking approach preserves semantic coherence by leveraging

structural dependencies within the configuration. Due to page limit,

we illustrate a small case to compare the two methods in Fig. 7. As

shown, the fixed-length chunking incorrectly divides the RouteMap
block, resulting in inaccurate reasoning. Conversely, tree-based

chunking first identifies semantically meaningful configuration

blocks and then links them through a dependency tree. By travers-

ing the tree along root-to-leaf paths, our approach effectively pre-

serves both syntactic structure and semantic coherence.

A.6 Case Analysis of Hybrid Language
We integrate the advantages of both imperative and declarative

paradigms to design a hybrid language tailored for network reason-

ing tasks. This language enables accurate representation of complex

reasoning logic while alleviating the reasoning burden on LLMs.

To demonstrate its effectiveness, we present a case study involving

the following questions:

(1) For traffic from Ajdovščina to Divača, is the direct route [’Aj-
dovščina’, ’Divača’] prioritized over [’Ajdovščina’, ’NovaTTGorica’,
’Ljubljana’, ’Koper’, ’Divača’]?

(2) For traffic from Divača to Ajdovščina, is the route [’Divača’, ’Aj-
dovščina’] preferred over [’Divača’, ’Senožeče’, ’Postojna’, ’Ljubljana’,
’NovaTTGorica’, ’Ajdovščina’]?

By comparing the three code variants, we observe that while the

purely imperative program is syntactically correct, it focuses solely

on computing the shortest physical path rather than the actual

routing path, leading to incorrect results. The purely declarative

program, on the other hand, introduces hallucinated Datalog-like

queries that fail during execution. In contrast, our hybrid approach

abstracts and delegates routine, query-oriented computations to the

declarative component while employing imperative logic for higher-

level reasoning. This design paradigm proves more compatible with

LLMs, effectively reducing their reasoning load and improving

execution reliability.

Imperative Code

[
breaklines=true,
breakanywhere=true,
]{python}
import networkx as nx
path1_1 = ['Ajdovscina', 'Divaca']
path1_2 = ['Ajdovscina', 'NovaTTGorica', 'Ljubljana'

, 'Koper', 'Divaca']
path2_1 = ['Divaca', 'Ajdovscina']
path2_2 = ['Divaca', 'Senozece', 'Postojna', '

Ljubljana', 'NovaTTGorica', 'Ajdovscina']
direct_path_exists = nx.has_path(g, path1_1[0],

path1_1[-1])
direct_path_length = len(path1_1)
longer_path_exists = nx.has_path(g, path1_2[0],

path1_2[-1])
longer_path_length = len(path1_2)
is_direct_path_shorter = direct_path_length <

longer_path_length
shortest_path = nx.shortest_path(g, path1_1[0],

path1_1[-1])
is_direct_path_shortest = shortest_path == path1_1
shortest_path2 = nx.shortest_path(g, path2_1[0],

path2_1[-1])
is_direct_path_shortest2 = shortest_path2 == path2_1
answer = is_direct_path_shortest and

is_direct_path_shortest2
% \end{minted}

Declarative Code

[
breaklines=true,
breakanywhere=true,
]{python}
from pybatfish.client.session import Session
from pybatfish.question import bfq
bf = Session(host="localhost")
bf.set_network("example_network")
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bf.init_snapshot("CONFIG_FOLDER", name=f"snapshot",
overwrite=True)

source1 = "Ajdovscina"
dest1 = "Divaca"
alt_path1 = ["Ajdovscina", "NovaTTGorica", "

Ljubljana", "Koper", "Divaca"]
source2 = "Divaca"
dest2 = "Ajdovscina"
alt_path2 = ["Divaca", "Senozece", "Postojna", "

Ljubljana", "NovaTTGorica", "Ajdovscina"]
q1 = bfq.traceroute(src=source1, dst=dest1).answer()
preferred_path1 = q1.df().iloc[0]['hop'].split("␣->␣

") if not q1.df().empty else []
q2 = bfq.traceroute(src=source2, dst=dest2).answer()
preferred_path2 = q2.df().iloc[0]['hop'].split("␣->␣

") if not q2.df().empty else []
fact1 = preferred_path1 == [source1, dest1]
fact2 = preferred_path2 == [source2, dest2]
answer = fact1 and fact2
% \end{minted}

Hybrid Code

[
breaklines=true,
breakanywhere=true,
]{python}
p1 = ['Ajdovscina', 'Divaca']
p2 = ['Ajdovscina', 'NovaTTGorica', 'Ljubljana', '

Koper', 'Divaca']
p3 = ['Divaca', 'Ajdovscina']
p4 = ['Divaca', 'Senozece', 'Postojna', 'Ljubljana',

'NovaTTGorica', 'Ajdovscina']
res1 = ExistPath(p1)
res2 = ExistPath(p2)
res3 = ExistPath(p3)
res4 = ExistPath(p4)
if res1 is None or res2 is None or res3 is None or

res4 is None:
answer = False

res5 = TraceRoute('Ajdovscina', 'Divaca')
if res5 != p1:

answer = False
res6 = TraceRoute('Divaca', 'Ajdovscina')
if res6 != p3:

answer = False
% \end{minted}
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